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Cable gland typeCable gland type
PKC .. and PKG ..PKC .. and PKG ..

Application:

      The PK type cable gland is used for connecting electric circuits between the chambers of casing of flameproof
electrical devices of group I. Two sub-types are provided - with a PKG .. flameproof threaded joint and with a PKC ..
flameproof cylindrical joint.

Technical parameters of the PK .. type cable gland: 

• only applicable for unshielded cables and wires
• culvert dimension:

◦ threaded (table 1):      M20x1,5÷ M50x1,5
◦ cylindrical (table 2):      Ø20 ÷ Ø50                                                           

• operating temperature range:             -10°C to +80°C
• relative humidity:             to 95%
• work position:                                      any
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Cable gland typeCable gland type
PKC .. and PKG ..PKC .. and PKG ..

Type of
conduit

Flameproof joint
thread

"G"

Minimal outer diameter
of cable or wire [mm]

Maximum outer diameter
of a cable or wire [mm]

Outer diameter of
the "Z" sleeve

PKG20 M20x1.5 9 12 Ø 35.00

PKG24 M24x1.5 11 14 Ø 40.00

PKG32A M32x1.5 15 18 Ø 46.00

PKG32 M32x1.5 19 22 Ø 46.00

PKG36 M36x1.5 23 26 Ø 48.00

PKG45A M45x1.5 28 31 Ø 60.00

PKG45 M45x1.5 32 35 Ø 60.00

PKG50A M50x1.5 34 37 Ø 65.00

PKG50 M50x1.5 37 40 Ø 65.00
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Cable gland typeCable gland type
PKC .. and PKG ..PKC .. and PKG ..

Type of
conduit

Diameter of
the cylindrical
joint [mm] „P”

The minimum
outer diameter of
the cable or wire

[mm]

Maximum outer
diameter of a
cable or wire

[mm]

Inside
diameter of the

sleeve„T”

The outer
diameter of

the sleeve "Z”

Retaining
ring

PKC20 Ø 20.00-0.075 9 12 Ø 20.00+0.075 Ø 35.00 Z 20

PKC24 Ø 24.00-0.075 11 14 Ø 24.00+0.075 Ø 40.00 Z 24

PKC32A Ø 32.00-0.075 15 18 Ø 32.00+0.075 Ø 46.00 Z 32

PKC32 Ø 32.00-0.075 19 22 Ø 32.00+0.075 Ø 46.00 Z 32

PKC36 Ø 36.00-0.075 23 26 Ø 36.00+0.075 Ø 48.00 Z 36

PKC45A Ø 45.00-0.075 28 31 Ø 45.00+0.075 Ø 60.00 Z 45

PKC45 Ø 45.00-0.075 32 35 Ø 45.00+0.075 Ø 60.00 Z 45

PKC50A Ø 50.00-0.075 34 37 Ø 50.00+0.075 Ø 65.00 Z 50

PKC50 Ø 50.00-0.075 37 40 Ø 50.00+0.075 Ø 65.00 Z 50
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Cable gland typeCable gland type
PKC .. and PKG ..PKC .. and PKG ..

Certificate: 

PKC .. and PKG .. cable glands have the EU type examination certificate: OBAC 13ATEX0054U of 16/09/2013.
made by the Center for Attestation and Certification Research OBAC Sp. z o. o.

PKC .. and PKG .. cable glands meet the requirements for explosion-proof devices and can be used as a device of
group I, category M2.

The fulfillment of the basic safety requirements was ensured by compliance with:

- PN-EN 60079-0:2013,
- PN-EN 60079-1:2014.

Cable entries of PKC .. and PKG .. types are marked in accordance with the EU-type examination 
certificate as follows:

1461

OBAC 13 ATEX 0054U

I M2 Ex d I Mb
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